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TANAMI CONDOR OUTDOOR CEILING MOUNTED 
RANGE HOOD | TAN
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RANGEHOOD

Tanami
Technical Specification Sheet

TAN Ceiling Cavity Mounted

N/A

Square
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N/A

N/A

Square

N/A

N/A

422mm x 355mm

Remote Switching

YES

TAN 1800L-4

Minimum Height
(H =)

PowderKote }
Available

Electrical Connection

Corner Type

All-thread 
Fixing Centres

Maximum Height
(H =)

Condari Pty Ltd. Version: A  26/08/2016F

N/A

N/A
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N/A N/A
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N/A

TAN 1800L-4

1800mm

NO

NO

N/A

Conversion
Top/Back  Back/Top

Filter Size

N/A

NO

N/A

4

1500mm

TAN 1500L-4

Body Width

Model

Light Qty

Nightlight

N/A

YES

TAN 1500L-4Model

Remote Switching

Filter Qty

Light Centres

LED Light

Motor Qty

Motor Box /
Flue Width

4

290mm x 355mm

Power entry location
is the same for all

Tanami models.

Showing as Top Ducted

Showing as 
Back Ducted

900

300
20

110

20
110

Rangehood is manufactured as Back ducted only.  A conversion kit for Top ducted is supplied.

Tanami Technical specifications

WARNING: Dimensions shown are accurate at time of printing but CONDARI reserves the right to change specifications without notice. 
For building purposes the unit should be provided to the cabinet maker / builder / kitchen designer for exact measurements.

Model Body Width No. of Filters Filter Size

TAN 1500L-4 1500mm 10 290 x 355mm

TAN 1800L-4 1800mm 8 422 x 355mm

Tanami comes top ducted and can be converted to back ducting on site by the installer.
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